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Moon, Saturn & Venus MOON  sound-Absorbing Decorative Panel

300mm x 300mm x 13mm

Celestial Harmonious Design

Inspired by celestial bodies, our circular-designed product group-featuring the 'Moon, Saturn, and Venus' EL
models-enhances acoustic balance in spaces. + ;
These models, drawing from the natural geometries of planets, work harmoniously to optimize acoustics. EL
8=
o o . t 300mm (+/- Tmm)
and harmonious environment. 181 (/005"
Inherent Colors Color-IT Colors Peel & Stick (Optional)
PRODUCT CODE / DESCRIPTION Box Qty /m2
MON-20AAN - Inherent Colors (Panel Only) 48/ 4.32 m2
MON-20PSN - Inherent Colors + Peel & Stick a8/432m2 |
MON-20AAC - Color-IT (Panel Only) 48 /4.32 m2
MON-20PSC - Color-IT + Peel & Stick 48/ 4.32 m2 e
APPLICATION
Wall & Ceiling - Indoor use only
MATERIAL

Mechanical needled punch industrial felt.
100% PET up to 60% Recycled content & Recyclable

Smooth Surface - Impact Resistance - Flexible

FIRE RATING

A Class (ASTM E84) - B s1 dO (EN 13501-1)
THERMAL INSULATION

0,035 W/mK

WEIGHT

1 tile: 112.5 gr. +/- 10% tolerance

1 tile: 0.25 Ibs with +/- 10% tolerance

THICKNESS

Max,
i,

Max. 13 mm (+/- 2 mm) - 0.51" (+/-0.08")
Min. 3 mm (+/- 2 mm) - 0.12" (+/-0.08")
BOX SIZE & CONTENT

W: 620 mm D: 660 mm H: 190 mm

W: 24.5" D: 26" H: 7.5"

1 Box: 48 x panels

1 Box: 4.32 m2

1 Box: 46.50 ft2

1 Color of choice per package

Gross weight: 6.8 kg

Gross weight: 15 Ibs

IYWINY

PALETTE SIZE & CONTENT ACOUSTIC PERFORMANCE
W: 1220 mm D: 1015 mm H: 2150 mm W: 1200 mm D: 800 mm H: 2150 mm i 55 Hz O o
W: 48" D: 40" H: 84.5" W: 47.25" D: 31.5" H: 84.5" o PN s octave  Octave
30 Pcs. Box 24 Pcs. Box 0.80 / 125 0.00 0.03
0.70
Gross Weight Gross Weight 0.60 250 0.10 0.08
227 kg 182 kg 0.50
501 Ibs \ 401 Ibs 0.40 e 200 0.2000.20
0.30
\ p% P 0 1000 0.40 0.45
\ rd \// 0.10 2000 0.70 0.69
e \ 0.00 /
\ B B 4000 0.90 0.89
// \ // 125Hz  250Hz  500Hz  1000Hz 2000Hz 4000Hz
\ A A1
g Ow NRC SAA Class
Reference Product: Plaid According to 10 11654 According to ASTM C423 Sound Absorption Average Sound Absorption
»
Moon 0.25 0.40 0.36 E

as Sound absorption coefficient according to 1SO 354  ap Practical sound absorption coefficient according to 1SO 11654

WwWWwW.acoustit.com




N POSTV

Saturn

Sound-Absorbing Decorative Panel

600mm x 600mm x 13mm

600mm (+/- Tmm)
23.62" (+/-0,05")

600mm (+/- Tmm)

23.62" (+/-0,05")

Inherent Colors

Color-IT Colors

Peel & Stick (Optional)

PRODUCT CODE / DESCRIPTION

Venus

Sound-Absorbing Decorative Panel

600mm x 600mm x 13mm

600mm (+/- Tmm)
23.62" (+/-0,05")

Inherent Colors

Color-IT Colors

Peel & Stick (Optional)

STN-20AAN - Inherent Colors (Panel Only)
STN-20PSN - Inherent Colors + Peel & Stick
STN-20AAC - Color-IT (Panel Only)
STN-20PSC - Color-IT + Peel & Stick

Box Qty /m2 EEED

12/ 4.32 m2 §LT W
fidazm o o S ...

12/4.32 m2

12/4.32 m2

12/4.32 m2

N

PRODUCT CODE / DESCRIPTION Box Qty /m2 g

|
VNS-20AAN - Inherent Colors (Panel Only) 12 /4.32 m2 I ’;?i
VNS-20PSN - Inherent Colors + Peel & Stick 12/4.32m2
VNS-20AAC - Color-IT (Panel Only) 12 /4.32 m2
VNS-20PSC - Color-IT + Peel & Stick 12 /4.32m?2

APPLICATION
Wall & Ceiling - Indoor use only

MATERIAL
Mechanical needled punch industrial felt.

100% PET up to 60% Recycled content & Recyclable

Smooth Surface - Impact Resistance - Flexible

FIRE RATING

A Class (ASTM E84) - B s1 dO (EN 13501-1)
THERMAL INSULATION

0,035 W/mK

WEIGHT

1 tile: 450 gr. +/- 10% tolerance

1 tile: 1 b with +/- 10% tolerance

THICKNESS

N
Max. 13 mm (+/- 2 mm) - 0.51" (+/-0.08")
Min. 3 mm (+/- 2 mm) - 0.12" (+/-0.08")
BOX SIZE & CONTENT
W: 620 mm D: 660 mm H: 190 mm
W: 24.5" D: 26" H: 7.5"
1 Box: 12 x panels
1 Box: 4.32 m2 1 Box: 46.50 ft2
1 Color of choice per package
Gross weight: 6.8 kg Gross weight: 15
Ibs

PALETTE SIZE & CONTENT

ACOUSTIC PERFORMANCE

W:1220 mm D: 1015 mm H: 2150 mm

W: 48" D: 40" H: 84.5"

30 Pcs. Box
Gross Weight

227 kg
507 Ibs

AN

\

™~
U]

J//

:

W: 1200 mm D: 800 mm H: 2150 mm 166 Hz o o
W: 47.25" D: 31.5" H: 84.5" o 56 Frequency  1/3 Octave  Octave
24 Pcs. Box 0.80 125 0.00 00.02
0.70
Gross Weight 0.60 250  0.10  0.07
182 kg 0.50
500 0.20 0.6
401 Ibs 0.0 N
0:30 1000 0.40 0.39
0.20
0.10 2000 0.70 0.66
0.00
4000 0.90 0.88
125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz
Qw NRC SAA Class
Reference Product: Ridge According to 1SO 11654  According to ASTM C423  Sound Absorption Average Sound Absorption
Saturn 0.25 0.30 0.32

as Sound absorption coefficient according to ISO 354

ap Practical sound absorption coefficient according to ISO 11654

5l | White

Beige . black

L

APPLICATION
Wall & Ceiling - Indoor use only

MATERIAL
Mechanical needled punch industrial felt.

100% PET up to 60% Recycled content & Recyclable

Smooth Surface - Impact Resistance - Flexible

FIRE RATING

A Class (ASTM E84) - B s1 dO (EN 13501-1)
THERMAL INSULATION

0,035 W/mK

WEIGHT

1 tile: 450 gr. +/- 10% tolerance

1 tile: 1 Ib with +/- 10% tolerance

THICKNESS
Max,
Mir,

Max. 13 mm (+/- 2 mm) - 0.51" (+/-0.08")
Min. 3 mm (+/- 2 mm) - 0.12" (+/-0.08")
BOX SIZE & CONTENT

W: 620 mm D: 660 mm H: 190 mm
W: 24.5" D: 26" H: 7.5"

1 Box: 12 x panels

1 Box: 4.32 m2 7 Box: 46.50 ft2

1 Color of choice per package

Gross weight: 6.8 kg Gross weight: 15
bs

PALETTE SIZE & CONTENT

ACOUSTIC PERFORMANCE

W:1220 mm D: 1015 mm H: 2150 mm
W: 48" D: 40" H: 84.5"
30 Pcs. Box

Gross Weight

227 kg
501 Ibs
\ Pg
\ //
L~
\ Pg
\ //
L~
% 2

W: 1200 mm D: 800 mm H: 2150 mm

W: 47.25" D: 31.5" H: 84.5"
24 Pcs. Box

Gross Weight
182 kg
401 Ibs

1.00
0.90
0.80
0.70
0.60
0.50
0.40
0.30
0.20
0.10
0.00

125Hz

Hz o

Frequency  1/3 Octave

1000 0.55

2000 0.75

250Hz

Reference Product: Bold

500Hz

Olw

1000Hz

2000Hz

NRC

4000 0.97
4000Hz

SAA

Class
According to ISO 11654 According to ASTM C423 Sound Absorption Average Sound Absorption

Venus

0.35

0.45

0.46

D

as Sound absorption coefficient according to 1SO 354

w

w

w .

acowustit.

C

ap Practical sound absorption coefficient according to ISO 11654

o

m



